BULGARIAN GUIDED MISSILE, SURFACE-TO-AIR,
SA-7B (STRELA 2)

U.S.S.R. GUIDED MISSILE, SURFACE-TO-SURFACE,
TRAINING, AT-2C (SWATTER)

Guided Missile - 1



~ U.S.S.R. GUIDED MISSILES, SURFACE-TO-AIR, SA-6A
= & SA-6B (GAINFUL)

Ordnance used with:

UNKNOWN, WARHEAD, SA-6

S&A DEVICE, MODEL UNKNOWN, SA-6

CONTROL SECTION, SA-6A AND SA-6B, UNDESIGNATED
POPPULSION SECTION, SA-6A AND SA-6B, UNDESIGNATED

’if;gﬁf,:;;—_‘ U.S. GUIDED MISSILE LAUNCHERS,
o | SURFACE-TO-AIR, FIM-92A, FIM-92B, FIM-92C,
g I 2 FIM-92D, AND FIM-92E (STINGER) (MISSILE)
2.76 IN
(70 MM}

Ordnance used with:
T61, ELECTRIC DETONATOR

N.E.W. 11.30 LB

Guided Missile - 2



U.S. GUIDED MISSILES, SURFACE-TO-AIR, FIM-92A,  — 59.84 IN (151 M) a
FIM-92B, FIM-92C, FIM-92D, AND FIM-92E (STINGER)
(LAUNCHER)

Ordnance used with:
T61, ELECTRIC DETONATOR

N.E.W. 11.30 LB

U.S.S.R. GUIDED MISSILE, SURFACE-TO-AIR, SA-14

Guided Missile - 3



U.S.S.R. GUIDED MISSILES, SA-7A, SA-7B, AND
SA-N-5 (GRAIL)

Ordnance used with:
9K32M SYSTEM, USES SA-7B MISSILE
ZUR-23-2S, GUN/MISSILE AIR DEFENSE SYSTEM, 23MM, TOWED

MARKINGS

U.S.S.R. GUIDED MISSILE, SURFACE-TO-AIR, U.S.S.R.
GUIDED MISSILES, SURFACE-TO-AIR, SA-16
(9M313-1) (GIMLET)

Guided Missile - 4



FRENCH GUIDED MISSILE, SURFACE-TO-AIR OR
AIR-TO-AIR, MISTRAL

Ordnance used with:

ALAMO SYSTEM, USES MISTRAL MISSILE

ALBI SYSTEM, USES MISTRAL MISSILE

ATLAS SYSTEM, USES MISTRAL MISSILE

SANTAL SYSTEM, USES MISTRAL MISSILE

SANDRAL OR SIMBAD SYSTEM, USES MISTRAL MISSILE
SIMBAD SYSTEM, USES MISTRAL MISSILE

EJECT MOTOR SECTION

WRAPARQUND FIN (4)

WARHEAD SECTION
ROCKET MOTOR SECTION

TRANSMITTING AND
RECEIVING WINDOW (10)

FOLDING CANARD (2)

DOME (8 SIDES)
METAL TiP

GERMAN (FEDERAL REPUBLIC) GUIDED MISSILE,
SURFACE-TO-SURFACE, B0810 (COBRA)

Ordnance used with:
UNDESIGNATED, PIBD (MECHANICAL)

N.E.W. 3.11 KG

} (37.50 IN) |

952 MM

(394 IN)
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755 MM

S

103 MM (4.05 IN)

265 MM
(10.43 IN)

FRENCH GUIDED MISSILE, SURFACE-TO-SURFACE,
MILAN

Ordnance used with:
UNDESIGNATED, PIBD-ELECTRIC (MILAN, MILAN 2)

115 MM (4.53 IN)
893 MM (35.16 IN)

265 MM
(10.43 IN)

.

FRENCH GUIDED MISSILE, SURFACE-TO-SURFACE,
MILAN 2

Ordnance used with:

UNDESIGNATED, PIBD-ELECTRIC (MILAN, MILAN 2)
WARHEAD, MODEL UNKNOWN, MILAN 2

ROCKET MOTOR, MODEL UNKNOWN, MILAN 2
GUIDANCE AND CONTROL, MODEL UNKNOWN, MILAN 2
LAUNCH TUBE, MODEL UNKNOWN, MILAN 2

Guided Missile - 6



U.S.S.R. GUIDED MISSILE, SURFACE-TO-AIR, SA-13B
(GOPHER)

Ordnance used with:

MODEL UNKNOWN, MOTOR, SOLID PROPELLANT (SA-13B)
UNKNOWN, LASER PROXIMITY (SA-13B)

UNKNOWN, WARHEAD, HE, DISCRETE-RODS (SA-13B)
UNKNOWN, IMPACT (SA-13B)

UNKNOWN, SEEKER, EO/IR (SA-13B)

U.S.S.R. GUIDED MISSILE, SURFACE-TO-SURFACE,
AT-3A (SAGGER)

Ordnance used with:

WARHEAD AT-3A & AT-3C MALYUTKA, SAGGER

ROCKET MOTOR, AT-3A & AT-3C, MALYUTKA, SAGGER
GUIDANCE AND CONTROL, AT-3A & AT-3C MALYUTKA, SAGGER

Guided Missile - 7



U.S.S.R. GUIDED MISSILE, SURFACE-TO-SURFACE,
AT-3B

U.S.S.R. GUIDED MISSILE, SURFACE-TO-SURFACE,
AT-5 (SPANDREL)

Ordnance used with:

GUIDANCE SECTION AT-5A SPANDREL KONKURS
WARHEAD AT-5A, SPANDREL, 9M113, KONKURS
ROCKET MOTOR AT-5A, SPANDREL, 9M113, KONKURS

Guided Missile - 8



U.S. GUIDED MISSILE, HEAT, M222 (DRAGON)

Ordnance used with: A00W 480N
M47, MEDIUM ANTITANK ASSAULT WEAPON SYSTEM (MAAWS) (102 MM) (122 MM)
M225, WARHEAD

M118E1, SAFE AND ARMING DEVICE

UNDESIGNATED, ROCKET MOTOR, DRAGON/DRAGON I

N.E.W. 450 LB
CHINESE GUIDED MISSILE, AIR-TO-AIR, CAA-1C [——~3V° M (0.8 F—————————
(THUNDERBOLT) —
\\ 127‘MM
(5.00 IN)
@780
Ordnance used with: /g/ ’
F_7 (i:‘ést) ROLLERRON (4)
F-7-1 ERONT VIEW, o PROGMITY
F_7I ROCKET MOTOR
F-7-2 CONTACT e
F-7-2A % S
F-73
F-7A BMW— GUIDANCE AND

CONTROL SECTION

Guided Missile - 9



127 MM (5.00 IN) U.S.S.R. GUIDED MISSILE GUIDANCE CONTROL
h SECTION, R-13M1

' .

~-— 765 MM (30.12 IN)—

SEEKER

Ordnance used with:
AA-2D, ATOLL, K-13M, R-13M

UNKNOWN COUNTRY GUIDED MISSILE, TYPE

2.95M (9.68 FT
I ; ! ) | A enn] UNKNOWN, MODEL UNKNOWN
(e —— . |

127 MM
(5 IN)

Guided Missile - 10



U.S.S.R. GUIDED MISSILE, AIR-TO-AIR, SA-13

Ordnance used with:
SAVA SYSTEM, USES SA-13A MISSILE
STRELA-10, GUIDED MISSLE SYSTEM (USES SA-13 MISSILE)

GERMAN/FRENCH GUIDED MISSILES, HOT; AND -

« L _"
PRACTICE, HOT q"‘ THIE J@_ _
Ordnance used with: -
UNDESIGNATED, BASE-DETONATING, ELECTRIC i

HOT, LAUNCH TUBE, SURFACE-TO-SURFACE, HEAT

AR

Guided Missile - 11



U.S.S.R. GUIDED MISSILE, SURFACE-TO-SURFACE,
AT-2C (SWATTER)

B U.S.S.R. GUIDED MISSILE, SURFACE-TO-SURFACE
AND AIR-TO-SURFACE, AT-2A SWATTER A

148 MM
(5.83 IN)

[l 680 MM
j (26.77 IN)
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U.S.S.R. GUIDED MISSILE, SURFACE-TO-SURFACE
AND AIR-TO-SURFACE, AT-2B SWATTER B (2433“1.“3)
1

1.16 M (45.67 IN)

U.S. GUIDED MISSILE LAUNCH CONTAINER,
SURFACE ATTACK, BGM-71A & BGM-71B (TOW), & <> I
PRACTICE, BTM-71A (TOW)

Ordnance used with:

M114, SAFE AND ARM DEVICE, GUIDED MISSILE
UNDESIGNATED, FLIGHT MOTOR, 7-LB (BGM-71D)
M114, MOTOR, LAUNCH

FLIGHT MOTOR, 6-LB, UNDESIGNATED

M207, WARHEAD, TOW-2A & TOW-2B

TOW 2 PROPULSION SYSTEM

N.E.W. 10.65 LB

Guided Missile - 13



U.S. GUIDED MISSILE, SURFACE ATTACK, BGM-71C
(ITOW)

FLIGHT ROCKET
MOTOR SECTION

Ordnance used with:

M114, SAFE AND ARM DEVICE, GUIDED MISSILE
UNDESIGNATED, FLIGHT MOTOR, 7-LB (BGM-71D)
M114, MOTOR, LAUNCH

FLIGHT MOTOR, 6-LB, UNDESIGNATED

207E1, WARHEAD, BGM-71C, ITOW

TOW 2 PROPULSION SYSTEM

N.E.W. 13.75 LB

U.S. GUIDED MISSILE, SURFACE-TO-SURFACE,
BGM-71H, TOW BUNKER BUSTER

Ordnance used with:

BGM-71H, ORDNANCE MODULE
BGM-71H, PROPULSION MODULE
BGM-71H, CONTROL MODULE

N.E.W. 16.00 LB
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U.S. GUIDED MISSILES, SURFACE ATTACK, BGM-71A f
& BGM-71B (TOW), & PRACTICE, BTM-71A (TOW) e

5.85IN =
(149 MM)
I 45.67 IN (1.16 M)

Ordnance used with:

M114, SAFE AND ARM DEVICE, GUIDED MISSILE
UNDESIGNATED, FLIGHT MOTOR, 7-LB (BGM-71D)
M114, MOTOR, LAUNCH

FLIGHT MOTOR, 6-LB, UNDESIGNATED

M207, WARHEAD, TOW-2A & TOW-2B

TOW 2 PROPULSION SYSTEM

N.E.W. 10.65 LB

GERMAN/FRENCH GUIDED MISSILE, HOT 2

| tirecom—]-]

b
LT—- 130 M (5118 ) e — --!

LAUMEH TURE

28 M (5039 1N

"
FLIRE (21
-
gy
DEFLECTOR

REAR VA0
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FRENCH GUIDED MISSILE, SURFACE-TO-AIR,

| | ROLAND I AND I
é 483 MM
T | (19.00 IN)
152 MM (6.00 IN) —_—

Ordnance used with:
241 M (7.9 FT) DM 34A1, MISSILE MOTOR

152 MM (5.98 IN)—‘
+
|——1_21 M (47.64 |N)——| FIN (4)

CANARD (4)

UNKNOWN COUNTRY GUIDED MISSILE, TYPE
UNKNOWN, AL NARHWA

Guided Missile - 16



FRENCH GUIDED MISSILE, AIR-TO-AIR, MAGIC 1

R.550

Ordnance used with:

T MK 4, AIRCRAFT (HARRIER)
GR MK 3 (HARRIER)

HAWK 200

GERMAN MISSILE MOTOR, DM 34A1

Ordnance used with:
ROLAND I, ROLAND 1, SURFACE-TO-AIR
ROLAND II, ROLAND 2, SURFACE-TO-AIR

<+—— 876.30 MM (34.5 IN) —b|

Guided Missile - 17




164 MM (6.46 IN) FRENCH GUIDED MISSILE, AS/SS-11, SS.11
117 M (45.90 IN)% >
)

Ordnance used with:
UNDESIGNATED, BASE DETONATING

498 MM
(19.60 IN)

e FRENCH GUIDED MISSILE, AS/SS-11A, AS.11A
(HARPOON)

; % 500 MM
(19.68 IN) .
| 2 ;'34'%) | Ordnance used with:

UNDESIGNATED, BASE DETONATING

Guided Missile - 18



U.S.S.R. GUIDED MISSILE, AIR-TO-AIR, AA-11
(ARCHER)

Ordnance used with:
UNDEISGNATED GUIDED MISSILE FUZE, PROXIMITY (RF)
UNDESIGNATED GUIDED MISSILE FUZE, PROXIMITY (LASER)

| 2.93 M (9.61 FT)

' .85 M (9.35 FT)

PR

165 MM

390 MM (6.50 IN)
(15,35 IN)
SECTION
ELECTRICAL

POWER SECTION'
\/ 250 MM CANARD
(9.84 IN)

SECTION

WARHEAD

CONTROL
FRONT VIEW. SECTION
SEEKES
ELECTRONICS e
CONTROL
SECTION AND FUZE
SECTION
- UMBILICAL
RECEPTACLE

510 MM
(20.08 IN)

(R

REAR VIEW

OPTICAL WINDOW (2)
(1 PAIR 180" APART)
MOVABLE

CANARD (4)

FIXED
DESTABILIZER (4)

ANGLE-OF-ATTACK

IR
SEEKER  SENSOR (4)

ROCKET MOTOR

THRUST VECTOR
CONTROL SECTION

MOVABLE
ROLL TAB (4)

WING (4)

ROCKET MOTOR
IGNITER CONTACT (2)

LAUNCH
RAIL GUIDE (3)

TRANSMIT  ReCEIVER
ANTENNA (2 ANTENNA (2)

=

RF FUZING VARIANT

U.S. GUIDED MISSILE, AIR-TO-SURFACE, AGM-114F
(IMPROVED HELLFIRE)

Ordnance used with:

M820, FUZE, MISSILE, HELLFIRE

M120E1, ROCKET MOTOR, (THIOKOL), HELLFIRE
M120E3, ROCKET MOTOR, (HERCULES)

N.E.W. 36.00 LB

| 71.00 IN

(1.80 M}

i O ||DOUWS.ARMY {0

:

7.00 IN
(178 MM}
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203 MM (8.00 IN) U.S. GUIDED MISSILE, AIR-TO-AIR, AIM-7E

(SPARROW)

Ordnance used with:

MK 38 MODS 0, 1, 2, 3,4 ROCKET MOTOR

MK 52 MODS 1, 2 ROCKET MOTOR

MK 265 MOD 0, IGNITER

MK 274 MOD 0, IGNITER

MK 4 MOD 0, EXERCISE WARHEAD, (SPARROW)
MK 33 MOD 0, S&A DEVICE, (SPARROW)

MK 35 MOD 0, S&A DEVICE, (SPARROW)

N.E.W. 118.50 LB

368 M (12,1 F1) — U.S. GUIDED MISSILE, AIR-TO-AIR, AIM-7E-3
| (SPARROW)

203 MM 812 MM
(8.00 IN) (32.00 IN)

Ordnance used with:

MK 265 MOD 0, IGNITER

MK 274 MOD 0, IGNITER

MK 35 MOD 0, S&A DEVICE, (SPARROW)

MK 274 MOD 1, IGNITER

MK 73 MOD 1, ELECTRONIC FIRING SWITCH
MK 73 MOD 2, ELECTRONIC FIRING SWITCH
MK 38 MOD 0, BOOSTER

N.E.W. 118.50 LB

Guided Missile - 20



FRENCH GUIDED MISSILE, AS/SS-12 I L85 W
(8.27 IN) 650 MM

: (25.59 IN)

WARHEAD | ROCKET MOTOR REAR
SECTION SECTION SECTION
A S r

A
X

U.S. GUIDED MISSILE, AIR-TO-SURFACE: AGM-88A

: 13.60 FT ; — [ WING
(4.15 M)
(HARM) ‘ ‘ j#‘ﬁ 4400 N

1 }-»?_4.00 IN
- i
Ordnance used with: é%ﬁ’om'ﬂ; AFT VIEW
MK 44 MOD 1, FUZE BOOSTER

WDU-21/B, WARHEAD, MISSILE, (HARM)

WDU-37/B, WARHEAD, MISSILE, HE-FRAG, (HARM)
FMU-111/B, MISSILE FUZE, (HARM)

LAU-118(V)1/A, GUIDED MISSILE LAUNCHER, AIRCRAFT

TRTR TV e

N.E.W. 328.00 LB
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13.60 FT — T wWING
(4.15 M) 44 00 IN
| | (112 M)
1 | |=24.00IN
(610 MM)
- | - g
10.00 IN AFT VIEW
(254 MM)

U.S. GUIDED MISSILE, AIR-TO-SURFACE: AGM-88B
(HARM)

Ordnance used with:

MK 44 MOD 1, FUZE BOOSTER

WDU-21/B, WARHEAD, MISSILE, (HARM)

WDU-37/B, WARHEAD, MISSILE, HE-FRAG, (HARM)
FMU-111/B, MISSILE FUZE, (HARM)

LAU-118(V)1/A, GUIDED MISSILE LAUNCHER, AIRCRAFT

N.E.W. 328.00 LB

FRENCH GUIDED MISSILE, AIR-TO-AIR, MATRA R.530

Guided Missile - 22



FRENCH GUIDED MISSILE, AIR-TO-AIR, SUPER 530D 263 @558 M

1035 1) i
i — (75|
QH» 900 MM
Q : [ . (3543 IN)
vy
11M
(41.39 IN) ) ’ couTeoL
r 3.8 M (12.5 FT, { e

ooooo

nnnnnn

U.S.S.R. GUIDED MISSILE, AIR-TO-SURFACE, AS-12A
MODS 1 (KEGLER)

Guided Missile - 23



| U.S.S.R. GUIDED MISSILE, AIR-TO-SURFACE, AS-12B
(KEGLER)

U.S.S.R. GUIDED MISSILE, AIR-TO-SURFACE, AS-12C
(KEGLER)

Guided Missile - 24



U.S. GUIDED MISSILES, AIR-TO-SURFACE, AGM-65B,

AND TRAINING, TGM-65B (MAVERICK)

Ordnance used with:

LAU-88/A, LAUNCHER, MISSILE (MAVERICK)
LAU-88A/A, LAUNCHER, MISSILE (MAVERICK)
LAU-117/A, MISSILE LAUNCHER, AIRCRAFT
WDU-20/B, WARHEAD, SHAPED-CHARGE
FSU-5/B, SAFE AND ARM FUZE, (SAF)

N.E.W. 115.50 LB

12 (J\. IN

(305 MM) 2B8.50 IN
{724 MMy |
B.14 FT (2.48 M}

U.S. GUIDED MISSILES, AIR-TO-SURFACE, AGM-65D,

AND TRAINING, TGM-65D (MAVERICK)

Ordnance used with:

LAU-88/A, LAUNCHER, MISSILE (MAVERICK)
LAU-88A/A, LAUNCHER, MISSILE (MAVERICK)
LAU-117/A, MISSILE LAUNCHER, AIRCRAFT
WDU-20/B, WARHEAD, SHAPED-CHARGE
FSU-5/B, SAFE AND ARM FUZE, (SAF)
ROCKET MOTOR, AGM-65D

N.E.W. 148.80 LB

I?OD IN
taos MM) ?35° in

(?24 MM)
3 14 FT (2.4B M)
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28.50 IN

12.00 IN
(305 MM) (724 MM)

Cri—e—
A

U.S. GUIDED MISSILES, AIR-TO-SURFACE, AGM-65E
& TRAINER, A/A37A-T9 (MAVERICK)

Ordnance used with:

LAU-88/A, LAUNCHER, MISSILE (MAVERICK)

LAU-88A/A, LAUNCHER, MISSILE (MAVERICK)

LAU-117/A, MISSILE LAUNCHER, AIRCRAFT

WDU-24/B, WARHEAD, PENETRATOR, AGM-65G

FMU-135/B, ELECTROMECHANICAL, GUIDED MISSILE, AGM-65G
ROCKET MOTOR, AGM-65E

N.E.W. 148.80 LB

28.50 IN
12.00 IN {724 MM)
{305 MM}

| |

I*E.M FT (2.48 M) A

U.S. GUIDED MISSILES, AIR-TO-SURFACE, AGM-65F,
& TRAINING, TGM-65F (MAVERICK)

5

Ordnance used with:

LAU-88/A, LAUNCHER, MISSILE (MAVERICK)

LAU-88A/A, LAUNCHER, MISSILE (MAVERICK)

LAU-117/A, MISSILE LAUNCHER, AIRCRAFT

WDU-24/B, WARHEAD, PENETRATOR, AGM-65G

FMU-135/B, ELECTROMECHANICAL, GUIDED MISSILE, AGM-65G
ROCKET MOTOR, AGM-65F

N.E.W. 148.60 LB

Guided Missile - 26



U.S. GUIDED MISSILES, AIR-TO-SURFACE, AGM-65G,
& TRAINING, TGM-65G (MAVERICK)

12.00 IN
{305 MM) 28.50 IN

Ordnance used with: (724 MM)

LAU-88/A, LAUNCHER, MISSILE (MAVERICK)

LAU-88A/A, LAUNCHER, MISSILE (MAVERICK)

LAU-117/A, MISSILE LAUNCHER, AIRCRAFT

WDU-24/B, WARHEAD, PENETRATOR, AGM-65G

FMU-135/B, ELECTROMECHANICAL, GUIDED MISSILE, AGM-65G
SR114, MOTOR, S114, AGM-65G

ROCKET MOTOR, AGM-65G

N.E.W. 148.60 LB

FRENCH GUIDED MISSILE, AIR-TO-SURFACE, AS.30L ‘__3_65 e FT}_._‘

«::;ﬁ—*r@w

N\ VU
342 MM .
1.00M (13.461N) AFT VIEW
(39.37 IN) E—
« &K 4
—\\\ AS 30 user
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3.89 M (12.76 FT)
¥
S \

RETRACTABLE
FIN (4)-_

342 MM
100 M (13.46 IN)

(39.37 IN)

LAUNGII SIIOE

\\A')/
=9 o

BOOSTER
NOZZLE (2)

SUSTAINER JET
NOZZLE ~ DEFLECTOR (4)

AN

80081 mg\k/ C%(//{/

NOZZLE (2) 5 g
P G

v \ AN

TRACKING

AFT VIEW

FRENCH GUIDED MISSILE, AIR-TO-SURFACE,

MODEL AS.30

Ordnance used with:
JAGUAR B
JAGUAR S

13.50 IN
(343 MM)
36.00 IN

t " /]
H = ) ]
AP

1458 FT (444 M) o

=

WARHEAD SECTION
(AGM-84H)

EXERCISE
SECTION

(ATM-84H)

U.S. GUIDED MISSILES, AIR-TO-SURFACE: AGM-84H,

AND TRAINING, ATM-84H (SLAM-ER)

Ordnance used with:

FZU-47/B, AIR PRESSURE PROBE, GUIDED MISSILE
FMU-155/B, FUZE

BBU-60/B, BOOSTER

WAU-30C (V2) /B, WARHEAD SECTION

WDU-40 / B, WARHEAD

J402, SUSTAINER MOTOR, TURBOFAN

N.E.W. 350.00 LB
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FRENCH GUIDED MISSILE, SURFACE-TO-SURFACE,
MM-38 (EXOCET)

Ordnance used with:

M3, S&A DEVICE

M3A1, S&A DEVICE

WARHEAD EXOCET, UNDESIGNATED
ROCKET MOTOR EXOCET UNDESIGNATED

[—_5.2 M (7.1 FT)
| ——

T
8 MM
13.70 IN)
1.0 M
(39.37 tN)
i —
BASE VIEW

FRENCH GUIDED MISSILE, AIR-TO-SURFACE, AM-39
(EXOCET)

Ordnance used with:

M3, S&A DEVICE

M3A1, S&A DEVICE

WARHEAD EXOCET, UNDESIGNATED
ROCKET MOTOR EXOCET UNDESIGNATED

I———Td.‘? M.tl.5.4 m'——l

350 MM
(13.78 IN)
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l‘—s" uREE — FRENCH GUIDED MISSILE, SURFACE-TO-SURFACE,

@Lﬁ' MM-40 (EXOCET)
!

350 MM
{13.78 IN)
1.{5 Ordnance used with:
(44,69 INY M3, S&A DEVICE

BASE VIEW M3A1, S&A DEVICE
WARHEAD EXOCET, UNDESIGNATED
ROCKET MOTOR EXOCET UNDESIGNATED

["—I I FRENCH GUIDED MISSILE, SURFACE-TO-SURFACE,

T T C;j:@ SM-39 (EXOCET)

350 MM
(13.78 IN)

Ordnance used with:
M3, S&A DEVICE
M3A1, S&A DEVICE
SN WARHEAD EXOCET, UNDESIGNATED

ROCKET MOTOR EXOCET UNDESIGNATED
BASE VIEW
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U.S. GUIDED MISSILE, SURFACE-TO-AIR, MIM-23A 5.1M 6.6 FD)
(BASIC HAWK) l

356 MM
(14.00 IN)

Ordnance used with:

M32, S&A DEVICE, GUIDED MISSILE, SURFACE-TO-AIR (HAWK)
XM32E2, S&A DEVICE, GUIDED MISSILE, SURF-TO-AIR (HAWK)
M5 SERIES, WARHEAD, MISSILE, (BASIC HAWK)

M9 SERIES, WARHEAD, EXERCISE, (BASIC HAWK)

M10 SERIES, WARHEAD, INERT, (BASIC HAWK)

M22 SERIES, MISSILE ROCKET MOTOR, (BASIC HAWK)

N.E.W. 705.00 LB

U.S.S.R. GUIDED MISSILE, AIR-TO-SURFACE, AS-14A
(KEDGE)

Ordnance used with:
SU-24 (FENCER)
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U.S.S.R. GUIDED MISSILE, AIR-TO-SURFACE, AS-14B
(KEDGE)

Ordnance used with:
SU-24 (FENCER)

ITALIAN GUIDED MISSILE, METEOR MIRACH 100

-— 4 04M(13.30 FT)————m
’ . | RECONNAISSANCE VERSION

i
[ —— a— .

381’MM

(15 IN) Ordnance used with:
RECOVERY SYSTEM, METEOR MIRACH 100
TRS 18-076, POWER PLANT METEOR MIRACH 100
BOOSTER (JATO) METEOR MIRACH 100 RECCE
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FRENCH GUIDED MISSILE, AIR-TO-SURFACE, EM
BAZ-AR; ARMAT

Ordnance used with:

GUIDANCE SECTION ARMAT UNDESIGNATED
ROCKET MOTOR ARMAT

WARHEAD ARMAT UNDESIGNATED

U.S.S.R. GUIDED MISSILE, AIR-TO-SURFACE, AS-9
(KYLE)
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U.S.S.R. GUIDED MISSILES, AIR-TO-SURFACE, AS-7A
AND AS -7B (KERRY)

Ordnance used with:

MIG-21P, 'FISHBED D'

MIG-21PFM, 'FISHBED F'

MIG-21R, 'FISHBED H'

MIG-21MF, 'FISHBED J'

MIG-21SMT, 'FISHBED K'

APU-68U, LAUNCHER, MISSILE, AIR-TO-SURFACE

400 MM

(5.75 IN)

106 M
(41.73 IN)

b

f

4.46 M
{11.63 FT)

460 MM
(18.11 IN)

(34.69 1IN

I >

CONTROL SURFACE (4)

FLARE (1) _

881 MM

¢

135 M
153.15 IN)

FRENCH/ITALIAN GUIDED MISSILES,
SURFACE-TO-SURFACE, MK 1 AND MK 2 (TESEO),
AND MK 2 (ERATO) (OTOMAT SERIES)
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U.S. GUIDED MISSILE (GUIDED DISPENSER), 170N 7L M) )

AIR-TO-SURFACE, AGM-154A (JSOW) < = -
t %
\—713.33 FT (4.06 M)Q

Ordnance used with:
BLU-97B/B, HEAT \B?/
13.25 IN

FSU-24/B, ELECTRONIC SAFE AND ARM DEVICE (SAD) _ j—e}— (337 MM)
EUROFIGHTER, TYPHOON - = 8.83 FT (2.69 M)
DISPENSER PAYLOAD, AGM-154A, (UNKNOWN DESIGNATION) FRONT VIEW

N.E.W. 92.60 LB

U.S.S.R. GUIDED MISSILE, SURFACE-TO-AIR, SA2B, [~ 1060 Gé78 i
SA-2C, SA-2F (GUIDELINE) ‘ { ' (25.67 IN)
< =,
500 MM . o
(1969 1IN (e o0 ) 251 PATT_]

N.E.W. 774.00 KG
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S | U.S.S.R. GUIDED MISSILE, SURFACE-TO-AIR, SA-2D
| |

é %2_{% _ (GUIDELINE)
t \[/ ﬁiﬂ')

500 MM
{19.69 IN)

1.70 M
{66.92 IN)

N.E.W. 851.00 KG

U.S.S.R. GUIDED MISSILE, SURFACE-TO-AIR, SA-2E
(GUIDELINE)
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U.S.S.R. GUIDED MISSILE, SURFACE-TO-AIR,
SA-3/SA-N-1 (GOA) SERIES

U.K. GUIDED MISSILE, STORM SHADOW

Ordnance used with:

BROACH, WARHEAD

FSU-26/B, MAFIS FUZE, AGM-154C, JSOW/STORM SHADOW
EUROFIGHTER, TYPHOON
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2524 1N U.S. GUIDED MISSILE, AIR-TO-SURFACE, AGM-86D
(641.10 MM) (CALCM)
T_ \ L"-Q? FT(3.685 M) -—-I
2219 IN Ordnance used with:

(563,53 M) b A/A48K-1(V)2 CMN STRATEGIC ROTARY LAUNCHER, AIRCRAFT
@F-;E—F?F%) (122m) FMU-159A/B, BOMB, TAIL, HTSF
| ; FMU-159/B, BOMB, TAIL, HTSF

20,85 FT (638 M) - AUP-3 (M), WARHEAD, 1,200 LB, HE-PENETRATION

MAU-191/A, ARMING DEVICE
. UNDESIGNATED, FORWARD SECTION, F/ AGM-86D
SWU-58/A, ROTARY SWITCH

N.E.W. 47.50 KG

CHINESE GUIDED MISSILE, SURFACE-TO-SURFACE,
CSSC-3C (HY-2B) (SEERSUCKER)
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IRAQI GUIDED MISSILE, SURFACE-TO-SURFACE, 762 MM (30.00 IN)
MODEL UNKNOWN 1

7.21 M (23.66 FT) ——]

FIN (4)

U.S.S.R. GUIDED MISSILE, SS-N-2A (STYX)
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— U.S.S.R. GUIDED MISSILE, SS-N-2B (STYX

4

U.S. GUIDED MISSILE, AIR-TO-SURFACE, CALCM,
AGM-86C

Ordnance used with:

FMU-139A/B, NOSE & TAIL, IMPACT

A/A48K-1(V)2 CMN STRATEGIC ROTARY LAUNCHER, AIRCRAFT
MAU-191/A, ARMING DEVICE

SWU-58/A, ROTARY SWITCH

UNDESIGNATED, AFT SECTION, AGM-86 SERIES

F107-WR-101, CALCM ENGINE

FMU-137/A, IMPACT, GUIDED MISSILE (AGM-86C)

N.E.W. 797.00 LB
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